QTRP Readme File

DISCLAIMER:

WITH RESPECT TO THE INFORMATION, CODE AND/OR EXECUTABLES PROVIDED HEREIN, DATUM MAKES NO WARRANTIES OF ANY KIND, EITHER EXPRESSED OR IMPLIED, INCLUDING BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. IN ADDITION, IN NO EVENT SHALL DATUM BE HELD LIABLE FOR ANY DAMAGES WHATSOEVER INCLUDING DIRECT, INDIRECT, INCIDENTAL, CONSEQUENTIAL, LOSS OF BUSINESS PROFITS OR SPECIAL DAMAGES, EVEN IF DATUM HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.

The bc635PCI driver (resource manager) for QRTP (in tar.gz form) consists of several parts: 


The driver itself that runs as a process


A library of functions to facilitate access by application programs


Man pages describing the parts.


Test programs to test that the driver is working

The associated code is shared code, and available free of charge.  Feel free to submit any modifications or improvements to Datum to add to the current distribution.

To build and install follow INSTALL instructions:

Abbreviated installation instructions for the bc635PCI driver:

1. Copy this tar file to a work directory.

2. Extract files using 'tar xvf bc635.tar'

3. 'cd bc635pci' and 'make'

4. Modify Makefile INSTALLDIR to the root of a tree that looks like:


|-bin-----


|-include-

|-projects-|-lib-----


|


|-man-----|-man1-



|-man3-

5. 'make install'

6. Start the driver using 'nice -n-10 devc-bc635pci&' as root

7. See the test subdirectory for examples of the use of the library.
